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SCANNING ELECTRON MICROSCOPY
OF 6309 SIZE BEARINGS

SUMMARY

SMThMAR report covers a study of 6309 size ball bearings in

which the techniques of scanning electron microscopy were
employed to follow the details of the very localized surface

alterations which occur during running. This work reveals
by scanning electron microscopy (SEM) various aspects of
bearing surface finishing, the effects of surface morphology
upon alterations induced by running, and the fine details of
these very localized alterations.

Groups of carburized and through hardened _earings were
studied after running in a controlled series of endurance
tests designed to evaluate the effects -of a range of
elastohydrodynamic (EHD) running conditions upon life and
surface alterations in general. -

The SEM examinatlie. has yielded much- information indicating
that various competitiv pro'cesses take place on inner ring
surfaces as a function of Aeveral factors including
lubrication, running time, and position relative to the bottom
of the ball groove. JIn evaluating the effects of lubrication
conditions on endurance life, the SEM information provides
valuable supplemental data to film thickness or h/i calculations.

--.Surface phenomena observed in this study include pitting,
denting. spalling, finger nail marks, plastic deformation
and large complex dent-and-pit defects. The latter were
a novel type of defect upon which one can postulate a model
to account for the small L1 6blives of some test groups run

under high h/!t test conditlons.

-I-
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DETAILS

Introduction

In the interim report (1) of this current sponsored
research program, examples of surface topographical phenomena
observed on 6309 size deep groove ball bearings were presented
and discussed. The first stages of this investigation clearly
demonstrated both the value of the scanning electron microscope
(SEM) in bearing studies and the wide ranging nature of surface
alterations which occur on bearings run under well lubricated
laboratory conditions. Drawing upon the preliminary results,
this present report covers a more detailed'characterization
of bearings tested within a systematic schedule of lubrication,
speed and temperatute conditions which define the elastohydrodynamic
(EHD) parameter of h/a' the ratio of the lubricant film thickness
h, to the compusite rms asperity height,C. Both carburized and
through hardened grades of steel were studied and differences
and similarities were noted.

Background

Early work in rolling contact fatigue concerned itself
primarily with failures considered to be of subsurface origin.
There is ample metallurgical evidence of subsurface initiated
fatigue failures or spalls, and this experimental data is consistent
with a failure model attributing spall initiation to the alternating
shear stress,, which occurs well below the surface, and the
stress raising capacity of non-metallic inclusions. With
the advent of vacuum processed steele and more extensive
research, it was recognized that many rolling contact spalls
originate at the surface, and it was shown that surface
defects which exist prior to running can initiate failure.
There is also evidence that defects which are generated and
become apparent only after running can also act as spalling
failure nuclei. Accordingly, there exists a strong need for
experiments leading to an understanding of the mechanisms
of surface initiated spalls. High resolution microscopy
techniques are required in order to study the topographical
and, metallurgical nature of bearing surfaces and the effects

S.of rolling contact upon them. Light microscopy is severely
limited by the very small depth of field obtainable at high

¶ *Numbers in parenthesis refer to references at the end of this report.
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magnifications, and replica transmission electron microscope
(TEM) techniques, in addition to being very tedious, have many
short comings particularly since the surface itself is not
being directly observed. The introduction of the scanning
electron microscope (SEM) has now made it experimentally

and econom'cally feasible to study bearing surfaces directly
at high magnification and depth of field resolution, and to
fully characterize morphology differences. Rather than
describe the SEM here, reference is made to the interim report
on this project (1) and to the ample literature on SEM( 2 - 8

Since this is one of the initial projects concerned with
applying SEM to bearing failure mechanisms research, its
foremost goal was to characterize unrun bearing surfojes and
to catalog the effects of rolling contact upon the surface
morphology and failure modes. Theories regarding.surface
asperities and surface microgeometry can then be more critically
evaluated along with the relative effects of wear and plastic
deformation and surface altertktions. Since lubrication conditions
critically influence bearing fatigue life and failure mechanisms,
a study of the role of lubrication and environmental
cenditions upon surface alterations was also included. To
maximize the results from this program the 6309 size ball bearing
inner rings studied were selected from a systematic series
of tesets conducted under separate Ogtgv Industries projects
to monitor the relationship between elastohydrodynamic
lubrication conditions and endurance life. The tests are
'tabulated in Enclosure 1 and explained fully in the foot notes..
In the body of this report, the tests groups will be referred
to by the prefix to the code number (i.e. I, II, etc.) and by
the abbreviated notation used in the "Test Condition" column
of the Table (i.e. heavy oil, high speed).

The particular groups investigated here represented a
spectrum of different lubrication regimes, with identical
tests on two specific heats of steels - one carburized and
one through hardened. Calculated values of the lubrication
parameter h/or served as guidelines in selecting these
test groups.. The tests conducted at high speed (9700 rpm),
heavy oil (Mobil DTE Extra Heavy) are standard for

: load of 4240 pounds (C/P = 2.15, AFBMA LO = 10 million revolutions)

--2--
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is conventional for the be&ring industry. The low spepl,
heavy oil tests were conducted to evaluate the interrelationship
of speed and viscosity. By lowering the test temperature
the viscosity of oil increased and, in conjunction with the
lower speed, yielded essentially the same calculated lubricant
film thickness as in the st•-dard tests. The low speed,
light oil (Mobil DTE Light) Lests were conducted with a
lubricant from the same family of paraifinic mineral oils
as the heavy oil standard test. The combination of this
lighter oil and slow speed led to a calculated h/or about 7
times less than standard. This calculated reduction was due
solely to a chenge in h since the as-processed surface finish
(about 1.5-2.0 microinches AA roughness) was ipproximately
the same for all the bearings. Finally, the grease tests
were run in order to evaluate the inner rings running response
to conditions undei which the oil in the grease, based on
calculated h/r values, should provide equivalent lubrication
to the. light Oil tests. However, when running in the grease
it is questinable whether the oil in the grease is completely
effective in maintaining an oil filn. tween the rolling
elements. Furthermore under grease luurication there is little
of the debris removing flushing action characteristic of the
circulating oil tests. Accordingly, the results for the
grease tests are of particular interest with regard to both the
endurance life behavior and the surface alterations resulting
from the rolling contact.

It should be noted that the calculated valises of V/r based
on roughne3s at the start of a test may vary by a factor of
2-3 from measured values due to the current limited state
of EHD theory. However, the relative magnitudes among groups
is believed to be fairly reliable. For example by employing
AC electrical resistivity and capacitance techniques(
h/a for the standard test conditions, i.e. high speed, heavy

oil, as well as for the low speed (1500 rpm) heavy oil conditions,
was found to be 4.5, while similar measurements for the 1500
RPM, light oil tests yielded a value of hia'= 3. No measurements
were made for the grease tests. Acdordingly, the U/4r values
given in Enclosure I are useful primarily for the comparison they
"afford between tWe several lubrication conditions rather than
as absolute values in themselves.

S .2

-3-
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Procedure

To ectablish standards against which to compare the effects
of running upon the surfaces of 6309 size bearing inner rings,
unrun surfaces were first analyzed. Specimens from the test
groups in Enclosure 1 were then selected for the SEM study.
After a preliminary observation of all the inner rings under
a lO-20X binocular light microscope, the T.U. (time-up, or
unfailed) bearings were selected on the basis of being
representative of the individual groups. Since the JSM-U2
Scanning Electron Microscope employed in this invescigation
could not accommodate an entire inner ring, sections one inch
long were cut from these rings. Other sections containing
specific defects from both T.U. and spelled bearings were also
examined in the SEM in order to achieve an overall impression-
of the types and magnitude of surface alterations. After the
contact area of each ring section was examined in the SEM,
micrographs were taken of both representative and of specific
features. In order to 'facilitate the comparison of different
surfaces, and different locations in the contact area, series
of micrographs were taken at incremental steps transverse
to the ball groove. In this manner the surface at the edge
of the contact area could be contrasted with that at the
bottom of the ball groove for each test group as well as with

that of all other groups.

While all the bearings studied will not be discussed,
an indication:of the variations noed will bi given in the
discussions. For the evaluation of surface alterations as
a function of lubrication conditions, attention was focused
primarily on bearings that were still running intact (time-up
or T.U,) when testing was suspended after suff. cient failures
had occurred to determine a statistical group endurance
life (LlO). In failed bearings, spelling debris was noted
to have introduced much denting, gouging and 5urface
deformation, and in many cases this overshadowed the cycle
dependent general surface modifications evident on the unfailed
races; Individual spells-from most of the test groups were
studied in the SEN, and following the time-up data presentation,
a brief discussion of spall morphology observations will be-

_ 4 !given. A comprehensive study of spall morphology was beyond
S•:the scope of this investigation.

-4-
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Since the resolution of detail3 in the SEM is very sensitive
to surface topography, owing to the large depth of focus and
the fact that the intensity of secondary electrons is enhanced
at edges and elevated particles or asperities, any small
surface defects are made much more obvious than in the light
microscope even at relatively low-magnifications, i.e. 1OOX
or less. It is also important to keep in mind that the surfaceroughnesses being c -onsidered here (20in. AA or less) are
very low and that high magnifications are required in order

to resolve the fine details of the surface which are superimposed
upon the finishing line texture, or "lay", which is visible
to-the eye. Thus, when magnifications up to I0,OOOX are used,
small defects will appear to be very gross. This presents
some difficulty in perspective when comparing the SEM
micrographs with surface roughness measurements obtained
in the standard manner of tracing a fine diamond-stylus across
the surface and recording its up and down motion. Since the
radius -of curvature of the tip of the standard diamond is
0.0005 inches, the radius of the curvature of the diamond
tip would be 0.5 inch when looking at details in at, gEM
micrograph at IOOOX. Accordingly, the details seen in the
gEM micrographs at high magnificat~ons are in many cases finer
scale, higher frequency perturbations on the surface ups and
downs measured by the stylus, which could not be expected to
respond to all the microgeometry.

In this report only a few representative examples are
required to convey the impression of the general surface
appearances, however, many individual micrographs ef
deviatiozs or defects, each a little different, could have been-included. This would give much too high a defect population

density. Furthermore, by considering what the total area of
the ball groove of a 6309 size inner ring would be at 1000
magnifications, it can be seen that it would be very difficult
not to find examples of defects. Accordingly, it was
standard practice tr scan the entire section of each ring
placed in the microscope to first get a general feel for the
surface morphology and defect population. Then representative
micrographs of the general surface as well as defects were
taken. When these latter type micrographs are discussed,
special effort will be made to specify to what degree or
-extent such surface defects were noted.

2
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Unrun Inner Ring Surfaces

All the inner rings of the deep groove 6309 size baltl
bearings studied in this investigation had been surface
finished according to MS90r Research Laboratory standards
for the manufacture of endurance test bearings- The final
surfdce finishing steps involved grinding and honing to about
a 1.5 - 2 in. AA roughness, a quality characteristic of
aircraft and other precision bearings. It is also standard
practice to inspect at lO-20X under a binocular light
microscope, all test inner rings after the following
etching procedure: etch in 5% nital- for 5-30 secs., rinse in
1120 and then alcohol, etch in 10% RC1 for 10-20 sics. and
finally rinse in H20 and then alcohol. This etching procedure
makes it pessible to detect large surface inclusions, as well
as the existence of heat treating or grinding defects such
as rehardened,- burned, cracked or soft areas. Since this
etching removes a microscopically thin layer of metal- it
modifies the as-honed surface both with regard to fine morphology
and the very near sarface residual stres- pattern. From
information obtained to date, this etching is neither beneficial
nor detrimental to endurance life under standard: test
conditions.

In Enclosure 2 are SEMWmi6rographs of an unetcted-unrun
52100 inner ring. Finishing lines are clearly evident as is
the plastic-flow of metal over these lines, appaifently by the
final honing operation. The slightl, mottled background
appearance in Figure B is from the large primary carbides
ordinarily present in this steel. This conclusion is based
upon the observations made on an etched section of this same
ring (Enclosure 3), as well as ,in other standard etched 52100
rings. In Figure A of Enclosure 2 there can be seen an inclusion,
stringer, the center part :of which was ground away in the bottom

At of the ball groove. During scanning, maffy other Inclusions
were noted on the Surface of this ring and.x-ray analysis in the
SEN revealed mixed inclusions containing Al, Ca, Un, and S.
On the whole, the surface was relatively free of such inclusions
which made those present appear -quite obvious. This material.
had passed inspection for-standard quafity CVD steel and
the observations here would not contradict that. However, what
is of mijor consideration here, is that these deviations 4o

RESEARCH LABORATORY •KF INDUSTRIES, INC.
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exist on a well finished bearing and must be taken into account
when studying basic surface-initiated fatigue mechanisms and
their causes.

A separate section of this unetched 52100 ring was then
given the standard MCo etch treatment. The upper limits
in etching times were used to determine the maximum exLent of
the etching. As can be seen in Enclosure 3, most, if not all
of the plastically flowed metal- has been removed, the
finishing lines are no longer c-learl!y evident and the carbides
now stand out in relief. This is not unexpected since the
thin-layer Gf heavily cold worked matrix in the honed surface
should be very reactive to the etch, more so than the less
deformable carbides. The general appearance of the matrix
is feathery, probably as a result of both the martensitic
subs-tructure as well as the non-uniformity, on a microscale,
of -the surface deformation. Finishing or handling nicks
-and surface-inclusions can also be noted in Enclosure 3.
In particular, in Figures A, B and C a large sulfide inclusion
is evident.

In comparing- the etched and unetched sections of the inner
-ring., the complex surface geometry of the etched piece makes it
di'fficuIt to estimate how much-met-al is actually removed. It is
obvious that more etching:takes placed between some :of the

- carbides than between others, On the as-sumption that the depth
Of removed metal between carbides is about the orJer of-
magnitude -of the carbide size, one crn estimate about 10-6

inch removal. Since it appears that little of the carbide
dissolves, the surface roughness measured by a stylus tracking
profilometer should change very little with etching. This can
be býetter appreciated-by observing Figure C in Enclosure 3
and understanding that at this magnification the radius
of the diamond tip ,f the surface measuring stylus would be
1.5", and thus would be expected to be little affected by the
material removed from between the carbides.

Although the AA surface roughness of the carburized bearings
was approximately the -same (an average value of 1.3 microinches'
AA) as the 52100 steel, there were definite differences between
the surfaces as seen in the SEN. Enclosure 4 contains SEM

"- - - condition. All figures are generally typical of the surface

-7-
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as a whole. Clearly evident in the micrographs are finishing
lines, inclusions and some nicks and dent-s. Also shown in
Enclosure 4 particularly at the higher magnifications, is a
very fine substructure. This feathery appearance is again
felt to be the result of etching based upon the information

in previous micrographs for unetched and etched 52100 rines.

In contrast to the 52100 steel, the etched carburized
steel conthins no large carbides standing in relief on the
surface. The surface had been carburized to about 0.9%C
and, for this level •carbon and the M heat treatment it
underwent, there should have been no large primary carbides.
In fact none were revealed in metallographic analysis.
After a section of the surface was very lightly gold coated
to improve resolution, (see Enclosure 4-D)'a few little
particles were apparent on the surface, but from their
distribution they were most likely dirt particles.

In the carburized st-eel, finishing lines -are more evident
after etching than they were in the through hardened steel,
indicating either that the general depth of lines is deeper
or the etching may remove more metal in the- heavily w6rked
condition in'the finishb:ig lines on the carburized steel.
This may be a direct consequence of the absence of the large
carbides in the latter steel. The general impression gained
from cemparing etched 52100 and carburized surfaces is that in
the former most of the high spots (asperity tips) on the Surface
are hard rounded carbides while in the latter, asperities are
the general matrix metal. However, since the finishing lines
are so narrow, as far as surface roughness measurements are
concerned, the -stylus would detect little difference between
the twozsteels.

I jDuring the analyses of unrun inner ring surfaces, it was
found that there was little difference in the quality of surface
finish at the bottom of the ball groove as compared to close
to the edge of the ball contact area. Enclosure 5 presents a
series of SEW micrographs taken at different locations in the
ball groove of a 52100 steel inner ring. The finishing lines
run with the circusference of the groove (vertically in the
micrographs). As, can be seen by comparing these microgr~phs
with those in ,Enclosure 3 this ring had probably experienced

Sshorter t-imes in the etching solutions. While the carbides are

RESEARCH LABORATORY SKI' INDUSTRIES, INC.
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also elevated, as in Enclosure 3, t4e effect is less pronounced

than shown previously. Furthermore in Enclosure 5 there are
locations particularly in Figure B where the etch
has not completely removed the deformed surface layer. The
specific defect at the bottom of the groove, Figure A,
probably resulted from handling as it was not typical of
the ring as a whole. Micrographs following those in Figure
A were obtained by moving the field of view in the SEM in
steps of 1 mm (as measured on a straight, horizontal line
across the top of the groove), such that the left hand side
of each micrograph is furthest from the center of the groove.
In all the Figures both finishing lines and carbides are
evident and it is plain that the surface. on a fine scale
is very nonhomogeneous. However, the region appearing in
Figure D, which is beyond the ball contact area, is very
similar in topography to that in-Figure A. Thus, differences

in topography, as- a function of location on the tested inner
rings, can be interpreted on the basis of the running
conditions rather than the initial morpho.ogy.

Endurance Tested Inner Ring Surfaces

"In order to systematically include and analyze a maximujm
amount of data in this report, representative SEN micrographs of
inner ring races from the bearings -run under each of the
test conditidns noted in Enclosure 1 will first be presented
and Lndividually discussed. A brief summary of the observations
follows this. Next there is a general discussion of
similarities, differences and trends. Significant points are
considered in more detail and a series of conclusions developed.

I. 52100 Steel - High Speed, Heavy Oil - 200 M.R.* (h/W = 14.9)

As seen in the SEN micrographs of Enclosure 6 there are
several-obvious changes that running induces on the surface
of an inner ring, The carbides that were clearly elevated

*The test group identification used here and in subsequent sections,

corresponds to the terminology used in Enclosure 1. The

complete test details and procedures are given in Enclosure I

and its footnotes and hence are not restated in each test result

section.

-9-
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on the unrun surface have oeen flattened out, there is a
relatiVely uniform pattern of small pits and there is some
denting. Since the load distribution and slide to roll ratio-
vary across the contact area of the groove, the micrographs
were taken at locations 1mm apart, moving from left to right
across the groove transverse to the rolling direction which
is vertical in the micrographs.

Figure A of rnclosure 6 illustrates the appearance at
the edge of the contact area where only slight contact had
been made. The carbides have been noticeably flattened,
there is some shallow pitting and there are some elongated,
slightly curved gouges referred to as "horseshoe" or "finger
nail" markings. When the specimen was moved lmm toward
the center of the groove, the surface appeared as in Figure B
where the carbides are more flattened, and there are more
finger nail marks which are more curved than in the previous
case. This trend continues as seen in Figure C. Figures
D and E represent the center region of the groove approximately
between the two Heathcote bands. -While the HeatNcote bands
are often quite obvious to the eye, this is apparently
-only a light reflectivity effect-since no distinct surface
morphology differences at the bands could be detected in the
SEM for-this or any of the other test groups. The finger
nail marks which were evident in A, B and C are almost
totally lacking in D and E. In- Figure E (at the arrows) there
are a few short Straight.gouges which are probably (as will
be borne out by later micrographs of othcr test groups) the
same type of marks. Micrographs were also taken of further
portions of the contact area--as the field of view on the ring:

was- moved froi left to right across the groove until the edge
of the contact area was reached. Since the details mirrored
those in Figuras A, B, and C the micrographs are not presented
here. -The curvature of the finger nail marks, of course, was
also reversed as is shown in the sketch in Enclosure 7.

•_ The density of small pits is approximately constant in

SFigures C-E and the degree of plastic deformation as measured -

Sby the flittenins of the carbides and smoothing over of thefinishing Lines is greatest at the bottom of the groove.

The general transition of the finger nail marks across the
groove is sketched in Enclosure 7. This z;ac type of

-10-
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configuration was noted in all the test groups. However,
the density and severity varied among the groups and this
aspect will be discussed further after the data-for all the
groups has been presented.

The presence of the finger nail marks and their configurations can
be explained on the basis oi kinematics. Since a bail and the
inner ring groove each have a curved contact area and since
the rolling axis includes an angle with the surface, the
ball must have a spinning motion relative to the ring. This
results in a relative sliding between the ball and groove
which varies as a function of position along the major axis
of the contact ellipse. At a fixed distance from the center
of th~e ball path the sliding component is equal to zero•.
The loci of these points fall in two bands known as Heathcote

- -bands whtch r c i-ifer entally around the surface of the
ball groove. The magnitude of the sliding component changes
sign at each band and increases with dist~ance from the
band,- reaching a maximum ne-ar the edge of the contact area.
This spinning of the ball, in combination with an asperity
on the ball surface or a debris or dirt particle trapped
between the ball -and'the inner ri'n• surface, causes the finger
nail shapedd marks on the inner ring. The length and shape
of the marks vary with distance from the center of th-- ball
path inca manner consistent with-this explanation. In the
region- between'the Heathcote bands, the Sliding component
-is small and almost in the direction of rolliog leading to-_
marks *hich should 6e relatively short and straight and make
it difficult.-fo distinguish them- from other surface markings.
Furthermore, tie plastic deformation of the surfaee is greatest
in this region and this may help mask the appearance of the
finger nail marks. Since small rits were always- noted on
the inner ring surfaces after ru•tning, there is an ample
supply of particles to interacv with the sliding and cause
the warks, even if one a~siues no extraneous contaminant,
which in general are always present.

RESEARCH LAEORATORY SUF INDUST-RIES, INC.
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The pits in the micrographs in Enclosure-6 are surrounded
by glazing (smoothing of the surface by plastic deformation)
to some extent. In the bottom of some of the pits there is
an indication of the presence of carbides standing above
the surface as in the case of the etched surface. If this
is so, the pits may have been open to the pre-test etch
through small cracks and during initial running the material
may have spalled out. This is only speculation at this
point since higher magnifications could not clearly
resolve the carbides. On the fracture surfaces of largespalls, carbides have never been found to s~and out in relief

as they do an an etched surface.-

1. 52100 -- Low Speed, Heavy Oil (h/O= 17.6)

There were no tine-up bearings in this group for which the
LIO life was only 17.5 M.R. The longest life was 82.6 X.R. in
contrast to the 200 M.R. time-up achieved by 16:of the 26
bearings in the heavy oil, high speed test.

The surfaces of several inner riags-which ad spalled

were studied in the SEN. The debris. 'fmthe seals- .h~d caused such
extensive denting and marking of the surfacxe that it was
difficult to judge which surface alterations had preceeded the
spalling failure. Howevor, in Enl6s tire 8 -iWhch i1lustrates
a region between the Heathcote band :and the edge of the contact
area on an inner rinfg which failed at 70 •R., the carbides
are plainly evident, indicating that the _general: deformation
"of the surface wat limited. In comparing this- t a similar
position in the ball path for the previous group (Figure C,
Enclosure 6), there -p .ars to have been less deformation
in the low speed test group consistent with both Its
calculated thicker oil film and its shorter running time.

Since the life data for comparable groups of the 52100
and carburized steels follow the same trends, the discussion
of the surfaces for the carburized steel, low speed - heavy

oil test group, for which TJU'. isners were available should
also apply here. Accordingly, no further discussion of the
52100 steel will be given at this point.

-12-
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II1. 52100 - Low Speed, Grease - 54.5 M.R. (h/4r 2.1)

SEM micrographs of a bearing from this group are in
Enclosure 9. A stepping scan trapsverse to the ball path
similar to case I was carried out. Again, since the surface
characteristics were symetrical about the center of the groove,
the micrographs in the Enclosure cover only approximately
half the groove. Near the edge of the contact area, Figure A,
sufficient deformation took place during the 54.5 M.R. test life
to render the carbides unresolvable above the surface. Many
large shallow pits, and a multitude of finger nail marks
are apparent. Nearer the center of tVae groove, Figure B,
the pits are fewer and smaller and the degree of plastic
deformation is greater. In particular, in the high
magnification view in Figure B, it is evident that the
deformation involved a good deal of metal flow parallel to
the surface in addition to the general flattening observed
in the high speed - heavy oil tests. The finger nail marks
in Figure L are also almost obscured by the plastic deformation.
In Figure C near the bottom of the groove, relatively few
pits are- seen and even at IO00X the surface is almost
featureless except tor some very small pits and dents.
To the eye, this area appears highly burnished, a condition
Which is common in bearings run at low-h/OaValues and which is
referred to as glazing. From this series of micrographs

-it can be determined that the degree of plastic deformation
is highest at the bottom-of the groove and diminishes with
distance to the edge of the contact area. However, the extent
-of pitting goes in an inverse manner. This appears to be a
real effect and not a smearing over of pits in the heavily
deformed regions of the groove. This is particularly true
of the larger pits which, of course, would require a high
degree of smearing to be obliterated. The few large pits
and dents in Figure D show little signs of such smearing.

IV. 52100 - Low Speed, Light Oil - 99.9 M.R. (h&/ 2

The L10 life for this test group was not determined
accurately, since within the- original design of the broad

3 testing program sponsored by 9 , the behavior of this
group relative to others had been sufficiently established.

A
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Nevertheless the observations of surface alterations after
100 M.R. do contribute to the overall understanding of
the effects of lubrication conditions during running.

Enclosure 10 illustrates the variations in surface
appearance as a function of position within the ball groove.SThe surface in general, shows little pitting , denting or
finger nail marks. The plastic deformation, which, as in
the previous groups is greatest at the bottom of the groove,
(Figure D) appears to be limited to a thinner layer
of the surface than the previous groups.- The basis for this
statement is the fact that the lower areas in the surface
are accentuated by elevated carbides, as is characteristic
of the unrun state previously discussed. This is illustrated
in Figure E of Enclosure 10 and also in a more pronounced
fashion in Figure F which contains micrographs of another
T.U. bearing from this group run for the same number of
revolutions. (The coloration differences on the surface
resulted from lubricant degradation products which were
not removed from the -urface in the process used to clean
the bearing prior to examination in the SEN.- Such a surface
film can modify electron charge build up on the surface
and can also affect the scattering efficiency of secondary
electrons from the metal surdace -leading to the coloration
differences noted.)

The major characteristic of this bearing group is that the
surfaces show few pits, and as a result of running appear
to have a better topography in that the asperities have been
uniformly flattened without excessive plastic deformation
and glazing. The running times for this group were 100 M.R.
as compared. to 200 M.R. for group I and thus it is difficult
to assess whether the LIO life of this group would equal
that of the high speed - heavy oil test group or whether
further surface deformation would occur to obliterate
remaining traces ol: the original surface. Nevertheless,
the long running times of the group compared to the other
52100 groups in Enclosure 1 are consistent with the surface
observations in the SEM and indicate that the lubrication
conditions were conducive to avoiding surface init~ated failures.

-14-
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V. Carburized Steel - High Speed, Heavy Oil - 400 M.R. (h/= 14.9)

As seen in the scanning micrographs in Enclosure 11 the
surface characteristics after running depend on the
location within the groove. Finger nail marks dre most
pronounced at the top of the contact area of the groove
while plastic deformation is most obvious at the bottom of
the groove. In contrast to the previous 52100 steel g-'oups,
the degree of denting was more severe in this group and the
"density of pits more numerous particitlarly at the bottom of
the groove (compare Figure Ej Enclosure 11 with Figure E of
Enclosure 6). The longer running time of 400 M.R. may account
for some or all of this difference. However, this long
running time did not lead to the finishing lines being
completely flowed over by the plastic deformation. The
noticeable folding over of metal in'to the finishing lines
indicates that plastic flattening of the higher spots (asperities)
and not. a wearing 3way of the surface is reporsible for
the improved smoothness of the surface evident both to the
eye, in the form of luster, and in the SEM micrographs
as true surface topography modification. As exhibited in
Enclosure 11 there is a broad range in the sizes of the dents,
with many dents being lirger than the pits. This ind,•ates
that while s-ome of the denting may have arisen from the pitti'ng
debris many dents must have been caused by dirt carried by
the oil or possibly from wear or spall particles from the
ball cage, the outer ring, or the balls. Since the oil
circulation system had a 25 micron filter, dents equal
to or smaller in diameter than this size could have been caused
by debris continuously recirculated by the oil. At IOOOX
a 25 micron size dent would measure 25mm, which is larger
than any of the dents visible in the micrographs. Of course
it'should not be expected that a debris particle would leave
ar. imprinc equal to its full size. All of the dents
observed would fall within a size range consistent with
their being caused by debris.

RESEARCH LABORATORY SKP INDUSTRIES, INC.



AL71CO02

VI. Carburized - Low Speed, Heavy Oil - 49.9 M.R.(h/0 = 17.-6)

As presented in the scanning micrographs in Enclosure 12,
the time-up bearings from this group showed fewer general
indications of having experienced running than any of the other

-test conditions. The number of pits, dents, and finger nail
scratches in Enclosure 12 is low, and the degree of plastic
deformation was minimal as shown by the fact that the finishing
lines are clearly evident at all locations in the ball path.
Of course, the running times were much shorter than for the high
speed - heavy oil tests, whinh may account for much of the difference.
However, past studies on the run-in phenomenon, based on measuring
asperity interactions by electrical conductivity and capacitence
techniques, have shown that the bulk of the asperity
interaction indications occur well before 50 M.R. in high
speed - heavy oil. Thus it would appear that some.of tha
difference in surface deformation between the high and
low speed heavy oil tests may be due to the lubrication
conditions and not only to the difference in the number

of cycles.

The low density of finger nail scratches in this group is
consistent with the absence of debris from pits. However,
the calculated thicker oil film separating the rolling
elements certainly could have played a role in reducing the
effectiveness of surface asperities and dirt in the oil in
producing the scratches.

: IUnder the lOX light microscope and 1lso by eye, • few
large, shallow, surface defects, were found at variou9 locations
in the ball groove of the time-up bearings. Some representative
scanning micrographs are presented in Enclosure 13.

Within the defects, the surface material looks as if it had

been moved by a denting or, in some areas, a plowing operation.

With furthcr running, there apparently was a mashing down
of the higher spots which in turn leads to high glazing. Such
glazing around defects can lead to cracking as has been reported

in past rervts (10-13) and as seen in Enclosure 14 which

shows cracksing in the glazed area around a similar type pit on

S| Ithe surface of a 52100 steel unfailed inner ring from the low

speed light oil group.
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In the besrings from this carburized low speed - heavy oil group
no evidence oý cracking in conjuniction with the defects was found.
However, it is reasonable to assune the low life of the group
is associated with them, especially since the general surface
appearance indicates little signs of rulaning other than
these defects. With further running, cracks could very
well initiate in the glazed region, as in Enclosure 14.
Further discussion of this will be presented in a later
section.

Enclosure 15 ehows similar siiallow defects found in the low

speed heavy oil group of bearings made of 52100 steel, all of
whieh had spalling failures as mentioned previously. The
edges of some of these defects: such as the one shown in Figure
C of Enclosure 15, were raised above the original surface plane
whereas others appeared as if subsequent running after initial
defect formation had apparently mashed down these edges.

VII. Carburized - Low Speed, Grease 49.9 M.R. (h/r= 2.1)

Scanning micrographs of the surface appear in Enclosure 16.
The extensive shallow pits near the edge of the ball contact region
(Fig. A) and the finger nail marks are similar in appearance and
number to those in the 52100 steel bearing run under the same con-
ditions. The denting and the plastic moving around the surface met-.1
(Figures B, C and D) is significantly more pronounced thpn in the
52100 steel. There also is a high density of apparent
finger nail marks in the bottom of the ball groove jr
contrast to the extreme smoothness or glazing that was riled
in the 52100 steel (Figure D, Enclosure 9). The marks
which occur as relatively broad, almost rectangular
indentations or gouges are superimposed on the plastic
deformation effects as shown in Figure D of Enclos,.re 16.
The high degree of deformation and denting makes it dif.icvlt
to evaluate the true extent of pitting in the bottom of the
ball groove. However, at this location it is possible to note
the absence of the extensive pitting that is seen at the edge
of the contact area of the groove and also to find more evidence
of pitting than in the 52100 steel.

VIII. Carburized - Low Speed, Light Ail - 199.9 M1.R. (h/Ur = 2.1)

The testing of this group was nit complete, but several
bearings had reached the T.U. of 200 M.R. One of these was
available for sectioning for study in the SEM. The series of
micrographs representing the different locations in the contact
area appear in Enclosure 17. There are fewer finger nail
marks and dents on this inner ring than on the carburized,

4 high speed - heavy oil tests. The longer running times of the
latter tests may account for some or all of this difference.

-17-
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The fine details of the plastic deformation, which was greatest
at the bottom of the groove, indicate a greater severity of
flow of surface metal in this carburized rinq as compared to
the corresponding 52100 test group (99.9 M.R., Enclosure 10).
The asperity interaction of the contact surfaces should not be
expected to be as great during the additional running time
from 100 to 200 M.R. as during the first 100 million cycles,
since the majority of contacts flatten early in the running.
Accordingly, some of the more extensive deformatfon in the
carburized group caa be attributed to the nature of this
steel as compared with the 52100 steel. This will be
considerd in more detail in the general discussion later.

The density of small pits is similar for both the carburized
ana 52100 steel light oil groups, but in the carburized in-her rings
there were many indications of larger pits and incipient
spalls as-shown by Enclosure 17. The pits in Figure E are
apparently associated with inclusions; those in Figures C,
D and F may have originated at inclusions also, but positive
identification of inclusions was not obtained. Since only
one ring was studied it is not certain that these pits are
typical of the entire group. However, since such pronounced
surf-ace defects were not found on any of the high speed -

heavy oil test rings of this same carburized steel after
400 M.R., it is felt that this finding indicates the
superiority of the lubrication conditions in the high speed
test, consistant with the calculated h/d values.

R
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SUMMARY OF OBSERVATIONS OF TIME-UP INNER RINGS

I. 52100 - Hi•h Speed, Heavy Oil - 200 M.R.*

1) A few large shallow pits exist near the top of the
ball path.

2) Elevated carbides are still visible after 200 M.R.

3) The carbides and the surface in general have been
plastically deformed; the carbides appear closer
together than on the unrun surface.

4) The degree of plastic deformation was greatest at
the bottom of the ball path. There are small pits
and a few dents near the bottom of the groove.

5) The "finger-nail" marks or scratches are longeat
at the edge of the ball path and become much less
apparent in the area betweon the Heatheate batds.
(See the sketch in Enclosure 7 .) This distribution
of the scratches is essentially the same for all
the test conditions.

II; 52100 - Low Speed. Heavy Oil

There were no time-up inner rings in this group. Spalling
debris obliterated the burface detail zharacteristics of the

-time-up life prior to spalling.

IIl. 52100 - Low Speed Grease - 54.5 M.R.

1) The shallow pits at the edge of the contact area are
the largest and most numerous observed in all the
lubricftion conditions.

*See Enelosure I for full details of test conditions.

iR -R R19-
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2) Plastic deformation ond glazing are greatest at
the bottom of the groove where there is little
pitting. No carbides are resolvable in this area.

3) Denting in the ball groove is not obv.ious - high
plastic deformation may mas'k it.

4) The finger nail scratches occur in common with all
bearings; they are more numerous than in I.

IV. 52100 - Low Speed, Light Oil - 99.9 M.R.

1) The pitting at the top of the ball path is similar

in severity to I; and, as in III, there is more
pitting at the top of the contact -area than in the
bottom of the groove.

2) There is high glazing at the bottom of the groove,
but unlike the grease lubricated grottp (III)
finishing lines can still be resolved. A
few carbide5, particularly in depressed areas
of the surface, are resolvable. The plastic
dejormation is apparently limited to a shallower
surface layer than in cases I and III.

3) Denting is not pronounced.

I 4) The finger nail marks are similar to I.

_V•. Carburized - High Speed, Heavy Oil - 400 N.R.

1) Some of the pits at the top of ball path are larger
and shallower than in the bottom of the groove.

i2) Fnishing lines at all locations in the groove are
still readily resolvable after 400 X.R.

3) The surface has been plastically deformed as evidenced
by the flow of metal over the finishing lines.
Much:more denting is apparent than in corresponding
52100 steel group.

-20-"
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4) Plastic deformation is greatest at the bottom of
the groove. There are small pits and many dents
of various sizes at the bottom of the groove.

5) There are many finger nail scratches - more than in
the 52100 groups. This may be due to longer running
times, In the center of the groovw the marks are
short and relatively broad.

VI. Carburized - Low Speed, Heavy Oil - 49.9 M.R.

1) This group of bearings showed the least overall
surface- damage in terms of pits, dents and plastic
deformation of all the test conditions.

2) A few relatively large, shallow multi-fragment pit and dent
groupings on the surfaces of T.U. inner rings from this
group were obvious to the eye or in the light microscope.

3) The finishing lines were only slightly altered by
- plastic deformation; some furrows were made

particularly obvious since glazing occurred primarily
around deeper finishing marks and the few defect
groups which occurred.

4) While the plastic deformation was greatest at the
bottom of the groove, many details of the original
surface are still obvious.

5) There are few finger nail scratches- evident; this
may be the effect of the low density of pits or
the thicker (calculated) oil film.

VII. Carburized - Low Speed Grease - 49.9 M.R.

1) There was heavy pitting near the edge of the contaýt
area, very much like III. (52100, grease lubricated).

2)' There was much mashing around of the surface metal
particularly at the bottom of the groove.

3) There was much more pitting and denting than in IXX aid
a over most of -the contact area the finishing marks
. were obliterated.
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4) There are many apparent finger nail markings at
the bottom of the groove. They appear es short,
stubby straight indentations superimposed upon
the plastic deformation effect on the surface.

VMIi. Carburized - Low Speed, Light Oil -- 200 M.R.

1) Shallow pits occurred in all regions of the contact
area, although the large multi-fragment pit and dent
groupings found in VI were not evident.

2) The degree of surface deformation was greatest it
the bottom of the groove and was greater than
for the corresponding 52100 steel group (IV) but
similar to the hig, speed - heavy oil carburized
group (V).

3) There were more large pits th'an for groups IV and
V and many of the pits appeared to be incipient
spalls.

4) There were slightly fewer finger nail marks than
group V bu.t a-comparable number to group IV.

i-
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DISCUSSION

Plastic Deformation and Denting of Surfaces

In the observations of bearing surfaces presented
previously, plastic deformation was always a factor in the
topography modifications. The results of the deformation
have been demonstrated in the-scanning micrographs and
mechanisms by which this deformation occurs will now be
considered. If two metal surfaces are pressed together
such that high spots (asperities) on either or both surfaces
make contact with the other surface, the load will be carried
by small areas resulting in very high stresses leading to
both elastic and plastic deformation of the asperities.
The high spots can then plastically flatten out until an
increase in contact surface leads to a decrease in stress and
an end to the plastic deformation. If there were no lubricating
film separating the surfaces during rolling contact, surface
deformation should occur in the above manner. In the presence
of a thin lubricant film deformation could still occur.
Those asperities which penetrate the film would be deformed
as described. Since a particular area on a ball continuously
changes the position where it contacts the inner ring,
various asperities on both surfaces could continue t6
interact even after long running time. However, the probability
of such interaction should decrease with eunning. Electrical
measurements of contacts between the elements in a bearing
indicate that the above is a valid model of the run-in of
a bearing (14, 15).

Once a full film has been established there remains several

ways in which the surfaces can continue to deform. ihedebris particles which can flow through the 25 micron size oil filter

are large compared t& the oil film thickness. (For anh/O- = 15 and a 1.5 pin surface roughness, the Mim thickness

would be about 0.8 micron). The occasional debris particles
(metallic or non-metallic) can get trapped between the contact
surfaces and in the highly loaded bearing tests in this investigationhelp cause-further deformation of the surfaces.
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With a full film and no debris, there can always
be small increments of non-reversible strain accumulated
with each cycle since the microyield point of metals is well
below the macro or engineering yield stress. The i'ormation
of the white or light etching areas of structurally altered
metal below the race way (12) is another example of deformatiop
accumulated in small increments over a large number of loaCing
cycles. Since the SEN results indicate surface deformation
progresses with running, it appears very likely that
accumulation of microplastic increments is responsible for
surface deformation after long running times. The
observed flattening of the elevated carbides in the 52100
steel during running can be explained by a combination of the
mechanisms described above. Likewise one can explain the
small degree of surface deformation under the relatively
thicker film in the low speed, heavy oil tests as compared to
the other test conditions. Furthermore a general improvement
in surface topography by deformation in the high speed -

heavy oil and low speed - light oil tests can occur without
excessive true asperity interactions between the metal
surface themselves. This type of deformation may be beneficial
to some extent and this topic is discussed further in the
next section which considers the correlation of life data,
calculated h/o values and observed surface topographies.

The SEM micrographr illustrated that plastic deformation
was greatest at the bott a of the ball groove and that the
density of micropits was generally lowest at'this location,
indicating that uniform deformation may delay or preclude
micropitting. In the case of the low-speed heavy oil (thick
film) tests there was little plastic deformation and the few
surface defects that formed were large and visible to the eye
or under low power light microscopy. (See Enclosure 13).
These were found in all locations within the contact area

It
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and were similar in size to the largest defects of the other
test groups found near the unrun edge of the contact area
"where the deformation was the least. In the case of the
low speed - heavy oil carburized inners, the defects, as
discussed previously, had many aspects of both pits and dents
indicating some external factors, such as debris of some
multifragmented type, must be taken into account in addition
to deformation. In the grease lubricated bearings the large
pits were particularly pronounced at the edge of the path
which was the only location where deformation had not completely
mashed over the original surface characteristics.

That these multifragmented dented defects did not seem to
appear at the bottom of the grooves in any test groups other
than the low speed - heavy oil groups can be explained with several
conjectures. In the high speed - heavy oil tests the combined
lower viscosity and higher speed would serve to produce a
greater flushing action of sweeping debris out of the contact
area in front of a ball in the load zone. In the low speed -

light oil tests the lower viscosity might preclude debris
entrainment whereas the high viscosity oil milht help trap
debris particles. In addition, the light oil sed in the-
tests was supplied from a different system tha, used in the
heavy oil tests and was set up for this particular test
program. The oil was new and hence there very wall may have
been less debris being generated in ',is system than in the
heavy oil systei which contained oil that had been in use
for a greater period of time. Of course, further work would
be necessary to evaluate these postulations but at present
they provide a framework wii•zin which to develop the direction
of future investigations.

Endurance Life Dependency on Lubrication

The very close similarity between the ranking of L10
lives of corresponding test groups of the two test steels
indicates that the surface initiated failure behavior was
strongly controlled by the lubrication conditions, in spite
of the widely different matrix microstructure, inclusion
characteristics and residual stress pattern for the two
different steels. The general similarity of the surfaces of
corresponding groups after running further supports this theory.

R

RESEARCH LABORATORY -5KVP INDUSTRIES, INC.



AL71CO02

As stated earlier, the bearing groups studied were run
under the various speed and lubricant conditions in order to
achieve experimental data upon which to extend the elastohydrodynamic
lubrication theory of bearing life. According to this theory,
bearing endurance life should be a direct function of several lubrication
factors including the psranreter h/r, especially in the range
(h/Wr< 3 ) where si-aiiicant surface asperity interaction
occurs. The L1O and calculated h/r data in Enclosure I reveals
that for both the heavy oil - low speed and light oil - low
speed tests ,actors in addition to the film thickness/roughness
ratio, as calculated, interacted to define life. This is true
for both the 52100 and carburized steels. However, the
measured h/q- for the low speed - light oil tests was higher than
calculated, indicating an ability of this oil to generate
thick EID films (perhaps due to unknown non-Newtonian effects
and the lack of significant thermal and starvation effects).
Since this measured h/a- = 3, it is not suprising that no
drastic reduction in life below that for the high speed -

heavy oil conditions, for which the measured h/v = 4) was found.

The low speed, heavy oil test conditions were characterized
by a higher calculated h/v but an L1O life of 5 to 20 times smaller
than t-he high speed tests with the same oil. Reduced churning
at the low speed led to a lower running temperature and hence to
a higher viscosity and film thickness. Even if measured h/(

values rather than calculated values are used (measured h/u=
4.5 for both conditions), they do not account for the large
difference in the L1O lives of the low speed and high speed
heavy oil test groups for each steel.

The surface topography noted in the scanning micrographs
described previously does indicate that a thick film did
exist in the carburized, and most likely in the 52100, low speed,
heavy oil tests. The least surface plastic deformation of all
the tests was noted for this condition. The fact that the
running time was low does not seem to account for all this
difference as was discussed previously. Likewise, there was
very little pitting, finger nail marks, or classical debris
denting, although these were the only groups on which few large
multifragmented dents were all over the tracks, especially
in the critical high pressure region at the bottom of the ring
grooves. In short the surfaces of the time-up bearings were
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closest to looking like they had not experienced running,
except for these unique few multifragment dents. Yet, the
LIO lives of the heavy oil-low speed groups were essentially
the same as that for the grease lubricated inner rings which showed
the most pronounced surface damage and wer3 expected to have a
low LIO life. The multifragment dents, therefore, must have
been influential in reducing life.

SEM observations on the run bearings given previously
can assist in the evaluation of the test results, particularly
if they can provide some insight into the actual steps leading
to iall initiation. Accordingly, in the following discussion
an attempt is made to apply the available data in proposing
self consistent models explaining the life data.

The high LIO life of the low speed, light oil test groups
c- n be accounted for on the basis of several arguments. The
measured value of h/1 for the light oil tests was about 3
compared to a value of about 4.5 for the high speed - heavy
oil tests, indicating essentially just as good lubricating
conditions between the two sets of groups than indicated by
the calculated h/u Values in Enclosure I. Thus the light
oil conditions apparently provided sufficiently good lubrication
to prevent surface initiated failures long enough, that
eventually subsurface initiated or furrow initiated fatigue
becatue the dominant failure modes. In that case little differ ice

in LiO life would be expected between the high speed - Aeavy oit
and low speed - light oil tests. However, on long lived time-up
bearings it should be expected that differences in the lubrication
conditions should become manifest by observing the surface
alterations. In fact the SEM micrographs support this postulation.

The plastic deformatio- of the surface in the high
speed, heavy oil tests after 200 M.R. was more pronounced than
for the low speed, light oil 52100 tests after 100 M.R.
(Enclosure 6 vs Enclosure 10) indicating the longer running
time in the former case more than offset the effects of the slightly
poorer lubrication in the latter case. However, when comparing
the surfaces of the carburized steel after 400 M.R. under high
speed - heavy oil conditions and 200 M.R. under low speel -

I light oil conditions (Enclosure 11 versus 17), it becomes
Squite apparent that after these lofger running times, the poorer

lubrication condition can make itself manifest. The~ •
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carburized, light oil test inner ring showed significant
deterioration of the surface, particularly in the firm of pits
containing cracking.

It would be interestiuig to continue the testing of
the light oil groups to determine if the trend noted for
the carburized steel is repeated in the 52100 steel and also
to see if the carburized steel could achieve the 400 M.R.
titme-up life of the high speed - heavy oil group. It wouldseem that the pitting and cracking, if representativq of

the carburized light oil test group, should preclude this.

In the grease lubricated bearings, the high surface
deformation noted in both steels and the extensive denting
in the carburized steel indicate the ineffectiveness of the
lubricant system in separating the contact surfaces and removi:.
debrij from the bearing. The heavy deformation or glazing
essentially exhausts the metal's ductility or ability to deform
further and hence can lead to crack initiation. Such
cracking has been often noted in the glazed regions around
defects as shown in Enclosure 14-A.

The short lives of the lot" speed - heavy oil test groups
are the hardest to explain especially since the absence of
extensive general pitting, surface deformation or finger nail
marks indicates that the oil film probably did separate
the surface efficiently. While surface plastic deformation
may be beneficial to life it is not reasonable that the apparent
.imited deformation in these groups should totally account
for the short livas. It is more likely that the large
multifragment defects shown in Enclosure 13 are intimately
involved in the failure mechanism. As discussed previously
these defects may arise from debris interaction with high
viscosity effects in the oil. While there is little doubt
that such extensive defects as seen in Enclosure 13 can lead
to spalling from heavily glazed areas near their edges, further
work will be necessary to show conclusively that the defects lead
direttly to spall 4nitiation.

-28-
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The Effects of Etching on Endurance Life

As stated early in this report it is standard 91 EO
practice to visually inspect all test inner rings prior to
testing. To facilitate the detection of defects a chemical
etching procedure which removes some surface metal is employed.
Comparison endurance tests under high speed - heavy oil conditions
in the •fi Laboratory both with and without this etch have
not shown any significant efiect of the etching on endurance
life. No such comparative t3st results exist under poorer lubrication
conditions. There is, however, evidence in the literature (17)
in which an improved rolling contact life was shown to result
from electrolytic removal of a surface layer.

f In many of the surface defects found after running,
Intergranular facets were noted, as seen in the few examples in
Enclosure 18. These facets may have been the result of brittle
fracture stamming from hydrogen pickup during the etching
procedure, although it was not shown they are limited to
etched parts. Embrittlement due tc acid pickling is
documented in the literature (for example see Reference 19).
Since it also has been shown that a cold worked-steel is
p~rticularly sensitive to such embrittlement, the non-uniformly
deformed layer in the as-honed inner rings would certainly
be susceptible to hydrogen pickup and localized brittle
craeking as seen in-Enclosure 20.

Finger Nail Marks

These marks, which appeared to varying extents on all
bearing inner rings studied, can be explained on the basis of
the kinematics of the ball and groove in conjunction with
surface asperities on, or (less likely) debris between,
the contact surfaces.

The extent of the finger nail ecratches for any particular
test is a function of the number of revolutions. With incrcasing
running time (comparing the time-up 52100 and carburized rings
under heavy oil, high speed conditions) the number of pits
and marks both increased. In the grease lubricated bearings
in which there was more pitting at the edge of the contact
surface and in wbich the debris was not flushed out of theI I-4.9-
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bearing as In the tests in circulating oil, the number of
finger nail mark8 was very high. For the tests run at
low speed with both light and heavy oil, the time-up bearings
exhibited relatively few finger nail marks. In the case of the
light oil the lubricant film thickness, even though calculated
to be relatively small, was actrially measured to be large
enough to provide substantial separatiou of the surfaces.
Therefore, it is reasonable to expezt the relatively few
marks observed. It is also reasonable that the new oil in
the light oil lubricant circulating system had less debris
accumulation than the older heavy oil and this helps to
account for the small number of marks. In the case of the
low speed - heavy oil groups the thicker film, the low density
of pits and the short running time can all contribute to thc
few finger nail marks. Since it is hard to imagine debris
large enough to bridge the film leaving such sharp marks as
those observed, it is likely that these marks are caused by
surface asperity interactions.

While the marks correlate with the degree of surface
pitting-, they in themselves do not appear to affect endurance
life. There was no evidence to indicate that surface failures
or pitting originate at the marks. This is to be expected
since the-marks are generally less pronounced defects than
tl•ose introduced during finishing. As can be seen in a number
of the enclosures showing bearings with long running times,
some of the marks have their edges plastically folded over
in much the same manner os the original finishing lines.

Spall Characteristics

This program was primarily concerned with correlating
surface alterations induced by running with endurance life
and lubrication Conditions. In the course of studying
the surfaces, a few spalling failures were also observed in
an effort to determine if spall initiation can be documented
using the high depth resolution and magnification capabilities
bf the SEC Enclosure 19 contains an example of a spall
Which was apparently initiated at the pit at the entrance end
of the spell. Although the lower half (exit end of the spall)
is not included here it i8 readily apparent that the spall
is comporad of many segments which exhibit a range of

S~-30-
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morphological characteristics. A region in the center has
clam shell mark:ings characteristic of fatigue but there is
no evidence to indicate that this was the initiation point
of the spell as a whole. The extensive surface cracking
e-vident et the entrance end of the spell was also present
at the exit end as weHl and was also characte-iztic of other
spells showing that spael propagation proceeds both in and
opposite to the rolling diretion. Enclosure 20 co.-tains
micrographs of a metallographically polished cross section
of the spell in Enclosure 19. The pronounced branching
of the cracks in Figures A and C is very evident and it can be
seen that stveral pieces of metal in the spell are about to
fake off. Zhe fact that bsalls form in small fragments
and that these fragments do net drop off in a single step
of crack growth-indicates that the crack propagation is not
catastrophic and also explains why most of the surface at
the spall bottom is very smooth nnd relatively featureless.

The individual fracture faces undergo -xtensive rubbing
against each other prior to the piece flaking out. This is also
true of the bottom of the spell at it entrance end where there
is a backward undercutt-ing of the groove surface. This would
certainly preclude the balls directly causing the smoothing
b, contacting the fracture surface after the material spelled
out. In Fgure 20B it is readily apparent that each time
the ball passes over the entrance of the spell it-would press
down the metal in the process of flaking out. The cantilever

action would cause much rubbing and would obliterate the details
of the fracture characteristics and crack growth.

In most of the spells studied the propagation in the

running direction was generally greater than in the opposite
direction, The cracking at the entrance to the spell makes

it difficult to assess whether pit or deni. occurrences at the
entrance Initiated the spell or were formed subsequent
to spell formation. This, of course, in many cases precludes
establishing the spell origin.

-3!-
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CONCLUSIONS

Based on the foregoing discussions on the plastic
deformation of the bearing surfaces and the interpretation of the
scanning micrographs it is possible to ar.ive at some
conclusions concerning lubrication and bearing endurance life.
While further research is necessary to confirm some aspects
of these conclusions, it is felt that in their present form
they provide a framework for understanding failure Rs
influenced by lubrication and also serve as a guide in
designing future research.

1) The strong dependency of L1 O endurance life upon
lubrication conditions (h/q" parameter) in a given
steel is indicative of surface initiated fatigue
failures.

2) The alierations which occur on the contact surface o"
6309 size inner rings are a function of a number
of factors including lubrication, running time,
type of steel-, and relative position in the ball
groove. The nature and extent of the alterations
can in most cases be correlated with the endurance
life of each test group.

3) Endurance life is not solely a function of the
h/r parameter, either calculated or measured.
Ingreased tests, debris action is a detrimental
factor; in some low speed-high viscosity tests,
an anomalously short life was noted which is
probably explicable by unusual multifragment dents
existing on the run surfaces.

4) The variation in the surface modifications es a
function of position across the ball contact area
is due tn kinematics (sliding) and not to an
initial characteristic of the surface.

-32-
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5) Micropitting of inner ring surfaces is a general phenomenon
occurring under a variety of lubrication conditions,

including those that are considered full film conditions.
The density of the pits is a function of the degree
of plastic deformation of the surface and position
within the ball groove. The pits do not preclude
long life. However, after long runn-n.j times there is
evidence of cracking within the pits and cracking
in the glazed areas around the larger pits which can
lead to spelling failure.

6) Plastic deformation of the surface layer of a bearing
inner ring occurs under full film lubrication regimes
as well as under-marginal conditions. When this
deformation is not excessive, it does not preclude
long life and in fast may conceivably be beneficial
to life through geometrical improvement of the surface1 and through introduction of desirable compressive
residual stresses on the surface.

7) In the limited range of tests studied, no significant
differences in life or pronounced differences in surface
alterations were found between the carburized steel
and the through hardened 52100 steel in any of the
lubrication conditions. The elevated carbides
in the etched 52100 steel parts may have contributed
to the lesser degree of surface denting and plastic

-* deformation compared to corresponding tests with
carburized steel.

8) Spall morphology is very complex. There are a series
of cracks involved in spall propagation and there is
much evidence if rubbing of fracture surfaces indicating
crack propav..cion involves many loading cycles.
Spalls clearly propagate both in and opposite to the
direction of running.

-33-
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ENCLOSURE 1 (Continued) AL71C002

Notes:

I) All inner rings of the 52100 through hardened steel
were from the same heat and were heat treated
identic''"-, to a final hardness of Rc59.

Simi2" '.l the carburized 8620 inner rings were
from the b.' .. eat of steel, heat treated to a final
hardness of 61Rc.

The outer rings and balls, not being the test
elements in this series of tests, were taken from
standard stock manufactured from 52100 CVD steel. The
balls had a hardness of 62-63Rc while the outer ring
hardness was 59-6lRc.

2) The test conditions listed in this col'umn are broad
classifications primarily for identifying bearings
discussed in the body of t:le report. More details
are given in the following columns.

Endurance testing was conducted on 8JDSY Industries
high speed R2 test machines under a dead weight radial
load of 4240 lbs. (C/P = 2.15, AFBMA, LlO = 10 mill revs).
For oil lubrication, the rate of the oil flow and
auxiliary heating were controlled to maintain the
temperature within test limits.

3) The elastohydrodynamic (EHD) parameter primarily
reflects the lubrication conditions of the test
since the surface finish was approximately 1.5 microinches
AA for all the test inner rings. The calculation
of h/c is based upon the measured surface roughness,
4 , and a lubricant film thickness, h. which is
calculated using speed, temperature and lubricant
viscosity date according to the theory of Grubin (16).

4) Temperatures were monitored on the-outer ring of
each bearing. The test machines are programmed to stop
if the temperature goes beyond spocified-limits.

L
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ENCLOSURE 1 (Continued)

5) Tests were suspended with no inner ring failures
after 99.9 million revolutions. Since four bearings
fniled due to balls spalling, the figure in the table
represents an estimate of the minimum life of an inaer
ring in the absence of other bearing element failures.

6) Tests sre not yet complete; the Llo life is Sn
estimate based on three inner ring failures which
have occurred, the earliest at 106 million revolutions.

7) Bearings were 3plash lubricated with oil from a central
lubrication system. The oil was continuously circulated
through a 25 micron filter and the flow rate was
regulated to maintain the desired test temperature.
Groups I and V were run according to the standard M
endurance test conditions, under which extensive data

-. on particular heats of steels or heat treatments have
been accumulated.

8) The lubrication system was the same as f.

9) The bearings had no seals nnd were recharged by
hclding a wick with a supply of the grease against
the face of the bearing while it was running. This
procedure was carried out every 8 hours,

10) The oil was filtered and fed to the bearings in the
same manner as the heavy oil in 7. However, a separate
oil system w~s esed for this lighter oil. The oil
was heated slightly to maintain the outpr ring test
temperature.

11) The lubrication procedures were the same as in 9
except the bearings were regreased after every 24
hours of running.
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ENCLOSURE 2

CONTACT SURFACE OF UNRUN (UNETCIIED) 52100 STEEL

4-i

400X 5000X
A. General surface app;.arance. B. Finishing line partially

Note inclusion stringer. tineared over in horsing operation.
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ENCLOSURIE 3AL 02

£ CONTACT SURFACE OF UNRUQ (ETCHED) 52100 STEEL

300X lO00OX
A. General surface appearance. B. Higher magnification

Note carbides in relief and of the cente' region of A.
large inclusion.

II

3000X
C. Higher magnification of the

center region of B. Note

finishing marks in inclusion
and etching out aroune it.
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ENCLOSURE 4

4CA.NTAC'r SURFACE OF IINRUN '%ETCHED) (APBLJRIZED STEEL
4
~0

I p~q p Xi11
4 1~ "el *;4 '

-. Al

lOOOX 2000X
A. General appearance. B. Several nicks and furrows.

Note inc-lusion stringer.

6000X 10 IOOOX
C. General surface appearance. D. Gereral. surface appearance.

Several inclusions have been (Gold coated).
I ~pulled out..
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E 'CLOSURE 5

CONTACTSJIRF'A E OF~ VMR 'ýcJE ) '1

300X iooox
A. Bottom of tihe ball griove. The defect probably resulted from

handi'ng and was not typieft. of the surface in general.

300X iooox
B. Area on ball groove I mm away from A. Note smeared

metql not removed by the etch. -
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ENCLOSURE 5 (Continued)

300X lOOOX
C. Area in ball groove 1 mm from B toward the edge of the

contact area.

0t. Area in ball -rv .

the limit of normal ball contact..

,,',, N~Mdl•o",
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ENCLOSURE 6

CONTACT SURFACE OF 52100 STEEL AFTER 200 M.. - HIGHi SPEED - iEAVx OIL

C
4 -|

300 X lOOox
A. Region at edge of contact area.

I.n". •.
II

300X IO00X
B. Region 1 mm away from A toward bottom of Iroove. Note finger

nail marks and flattening of carbides.
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II" ENCLOSURE 6 (Continued)

300X IO00X
C. Region 1 mm away from B toward bottom of groove.

300 X iooox
D. Region 1 mm away from C toward bottom of groove.

R A L
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ENCLOSURE 6 (Continued)

300X 1000X

E. Region 1 mm away from D, approximately at the bottom of
the ball groove. Arikows point to what are believed to
be finger nail marks.
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ENCLOSURE 7 i
SKETCH OF INNER RING BALI. GROOVE SHOWING DISTRIBUTION

AND SHAPE OF FINGER NAIL MARKS

BALL PATH

HEATHCOTE BANDS
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ENCLOSURE 0

CONTACT SURFACE OF 52100 STEEL AFTER 70 M.R. (SPALLED) -

LOW SPEED - HEAVY OIL

Ii

000X
Region between Heathcote band and edge of contact area.
Note the limited flattening of the carbides.
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ENCLOSURE 9
CONTACT AREA OF 52100 STEEL AFTER 54.5 M.R. - LOW SPEED - GREASE

300X 1000X
A. Region near edge of contact. Note finger nail marks,

large, shallow pits and absence of elevated .arbides.

300X lOOox
-B. Region I mm away from A-toward the bottom of the groove.

~ I Note plastic deformat.on of the surface.
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I rtmirF
I...I."t.m - •.. •. .

S- ;"" JI_ . ..
300 l00



AL71CO02

ENCLOSURE 9 (Continued)

300X l00OX
C. Region 1 mm away from B toward the bottom of tile groove.

300X O00OX

D. Region 1 mm away from C, approximately at bottom of groove.
* Note what appear to be finger nail marks at arrows.
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WICNLOSURE 1C
j ONTACT SURFACE OF 52100 STEEL AFTER 99.9 M.R. -. LOW SPUED - LIGHT 01.O

REEAC L-BOA R INrSTRES INC

".,+ t I

300 X 1O00X
A. Region near edge of contac urea.

B . Reio-,m aa fro A- toar t..oto fte r

REERHL.RTR 51Cr.iNDUSRIE, •C



i i A1.710o02

ENCLOSURE 10 (Continued)

V

K

C. Region 1 mm away from B toward the bottom of the groove.

300X O00OX
D. Region 1 mm away from C approximately at the bottom of the

groove.
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¶ II

.1300 X O0
E. Region 1 mm away from D moving away from th~e bottom of

the groove. Note the bard of resolvable carbides.

300X tooox
F. Region near tlhe bottom of the ball groove for an inner ring

with same history as in Figures A-E. Note the well defined

band of carbides as in Figure E,
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AL71 C002[ E?•CLOSURE 11

-ElPTPACn _"CACP AF CARRMIRT2l) ST•EEL AF'TER 400 M.R. -

. ,, HIGH SPEEP - HEAVY OIL

300X 1000X

A. Region near edge of contact area.

I

•14OOX lO00X
B. Region I mm away from A toward the bottom of the groove.

Note large number of finger nail marks.

RESEARCH LABORATORY •i1"INDUSTRIES, INC.
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ENCLOSURE 11 (Continued)

21 1

13001 l00X

,C. Region I mm away from B toward the bottom of the groov-e.

0. Region 1 mm away from C toward the bottom of the groove.

Note the high dcgree of denting.
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I •ENCLOSURE 11 (Continued)

11

300X IO00OX
E. Region 1 mm away from D, approximately at the bottom

of the groove. -Note the finger nail marks and heavy
denting.
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E.NCLOSUIRE 12

CONTCACT SURFACE OF CARBURIZED STEEL AFTER 49.9 M.E.
LOW SPEED -HEAVY OIL ___

ZIP

300 X 1000X

B. Region ',I mm away from~ A toward the bottom of the groove.
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ENCLOSURE 12 (Contin-ued)

300X 1oOOX
C. Region 1 mm away from B toward the bottom of the groove.

360X lOOOX
D. Region 1 mm away from C, approximately at the bottom of

the ball groove.
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ENCLOSURE 13

SURFACE DEFECTS ON CONTACT SURFACE OF CARBURIZED STEEL AFTER 49.9 M.R. T.U.
LOW SPEED - HEAVY OIL

V

ti

300X IO00X
A. Defect near the bottom .., the ball groove. The presence of what

appear to be finishin, ;ties within the defect indicate its
shallowness. (The dark reaks in the 300X micrograph resulted
from handling after the surface had been lightly gold coated to
improve resolution).

300X' 1 lOOOX
B. Extensive, shallow defect region near bottom of the ball groove.

Both gouging and mashing of the surface are evident.
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ENCLOSURE 13 (Continued)

500x 300oX
C. Surface defect with several D. Higher magnification of lower

different characteristics right hand region of C.

3000X 3000X
E. Higher magnification of F. Higher magnification of top

lower left hand region of center region of C (Specimen
defect grouping in C. was gold coated to improve

resolution. Micrograph is rotated
1600 relative to C). Note apparent
intergranular facets.
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ENCLOSURE 13 (Continued)

I300X 300OX
G. Surface defect near HIeat~cote band. Note the extensive

-flattening of wWa appear to be pieces of inetal within the
defect.

IH. Another example of the large

complex defects which occur in
all regions of the ball Urcove.
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ENCLOSURE 314
iiLLARGE S[IRFACr nDVCTQ ANI -,91nf STEOW AV'TE0 -" .R. ('U.

LLOW SPEED -LIGHT OIL

- 180X 600X
A,. Large defect between Heatheote band and-the edge of the

contact area. Note cracking in glazed area at lower right

hand side of the low magnifi-:ation mnicrograph.

II

186 1. 600X

D. Large defect near edge of contact area. Note apparent.
cracking at lower edge of defect.
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DEFECS ON HE COTACTENCLOSURE 15 A. C0
DEFCTSON IIECONACTSURIFACE IF 52100 STEEL -LOW SPEED -HEAVY OIL

600X B. lOOOX
A. Two defects located near the bottom of the ball groove in

an inner ring which spalled elsewhere on the ring after
46.1 M.R. The surface had many of these shallow defects.
The glazing is an indication that the defects existed
prior to the spalling.

I l0OeX 4000X
IC. Large surface defect near the bottoin of the ball groove-on-au

inner ring which spelled elsewhere after 70 M.R. The absence of
extensive 91-azing or mashing down of the elevated regions indicates
that the spell debris may have played a role in forming-the defect.

RESEARCH L-ABORATORY KVIND-UST-RSE', INC.
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ENCLOSURE 16

CONTACT SURFACE OF CARBURIZED STEEL AFTER 49.9 M.R. -

LOW SPEED - GREASE

300X 1000X
A. Region near the edge of the contact area.

300t I ,o,
B. Region 1 mm away from A toward the bottom of the groove.

-Note the large shallow defects.

RESEAICH LABORATORY SKIP INDUSTRIMS. INC.
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ENCLOSURE 16 (Continued)

2:W 300 oox
C. Region 1 mm from B.apom Th field of view was oi sh f ted go e Nlihtl

inthe lotnsier pagniicatifonmaview. detn n-ige almrs
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EN1CLO-SURE 4107

IL CriNTA('.T RI1I7IftC fp nr. rflf1IRT7pnl QTPPII AW'Tf'D 100.C. P D

LGW SPEED -LIGHT OIL

300X O00OX
A. Region near edge of contact area.

30OX 1000XB. Region 1 mm from A toward the bottom of the ball groove.

RESEARCH LAB.ORATORY 5:F. INDUSTRIES, INC.
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~ I ENCLOSURE 17 (Continued)

300X IOOOX
C. Region 1 mm from B toward the bottom of the ball groove.

300X l00OX

S D. Region 1 om from C, approximately at the bottom of #heI ball groove.- Note the cracking within the large pit.

I FMSEARCHý LABORATORY I N, INDU-STRIE-S, INC.
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IENCLOSURE 17 (Continued)

- E. IOOOX F. 1000X

Cracking within pits near the bottom of the ball groove. ThereL ~were- mpqy examples of such defects on this inner ring.

300X lOGox
G. Cracking near bottom of the groove apparently associat-ed with

Inclusion stringers.

RESEARCH. LABIORATrORY 51rNDUSTRUES, IN-C.
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H ENCLOSURE 18
EXAMPLES OF' INTEIUHANULAR F7ACETS ON SUR{FAC!K DEFEUTSU ~NOTEI) AFTER RUNNING

A. 300X B. lOOOX
Defect between Hentlicote ban~d and edge of contoct in
T. U. (49.9 M.R.) carburized steel -low speed -grease.

3000X 6O
C. Higher magnification of B3- D. Defect near edge of-contact area

in T.U. (400 M.R.) carburized
steel -high speed - heavy oil.

RESEARCH LABORATORY SK V. IND USTRIES. INC.-



AL7 1CO02
ENCLOSURE 18 (Continued)

1800X
E. Higher magnification of defeci

in Enclosure 14, Figure A.

-IRESEARCH LABORATORY -Ip" INDUSTRIES, INC.
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ENCLOSURE 20 (Continued)

125X 300X
B. Cracking at entranice ead of-spall. Crack ,is-growing opposite

to the direction of rolling.

C. Cr-ack-ing extending from the bot~tom -6f'the .0pall. Extensivejbranching is evident.
RE~SEARC:H L.;ABORA TORY I INDUST R -IEFS, I-NC.
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